Initialization Instructions

ANAG VISION

8-bit and 4-bit Interface

Initialize by setting the software (character type LCM).
Refer to figures 1 and 2 for procedures on 8-bit and
4-bit initialization accordingly.

Wait for more than 30ms
after Vccrises to 4.5v
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Initialization ends

Wait for more than 40ms
after Vccrises to 2.7v

| BF cannot be checked before this instruction.
Function set (interface is 8 bits long.)

| BF cannot be checked before this instruction.
Function set (interface is 8 bits long.)

| BF cannot be checked before this instruction.
Function set (interface is 8 bits long.)

BF can be checked after the following instructions.
When BF is not checked,the waiting time between
Instructions is longer than the execution instuction time.

Function set(interface is 8 bits long.Specify the
number of display lines and character font.)
The number of display lines and character font
Cannot be changed after this point.

Display off

Display clear Figure 1 8-bit interface
Entry mode set

condition : fosc = 270KHZ
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Wait for more than 15ms
after Vecrises to 4.5v
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Initialization ends

Wait for more than 40ms
after Vecrises to 2.7v

BF cannot be checked before this instruction. |
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BF cannot be checked before this instruction.
Function set (interface is 8 bits long.)

BF can be checked after the following instructions.
When bf is not checked,the waiting time between
Instructions is longer than the execution instuction time.

Function set(set interface to be 4 bits long.)
Interface is 8 bits in length.

Function set(interface is 4 bits long.Specify the
number of display lines and character font.)
The number of display lines and character font
Cannot be changed after this point.

Display off

Display clears

Figure 2 4-bit interface

Entry mode set

condition : fosc = 270KHZ
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