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LANTRONIX

Tunnel 1 Connect Mode

ODisabled
O Any Character

OEnabled
O Start Character

O Modem Control Asserted O Modem Emulation

Remote Address:

Remote Port:

Local Port:

Protocol:

OTep OupP OssH
OTCPAES O UDPIAES

Reconnect Timer: millseconds
Flush Serial Data: O Enabled O Disabled

SSH Username:

Block Serial Data: O 0n Oo0ff
Block Network Data: O 0n O Off

TCP Keep Alive: millisecands

CP Set Group:

On Connection:

Current Configuration

Mode:
Remote Address:
Remote Port:
Local Port:
Protocol:
Reconnect Timer:
Flush Serial Data:
SSH Username:

Enabled (Active)
<NotSet>
<NotSet>

2020 [Delete]
Udp

200 millisecands
Disabled
<NotSet>

Web Manager

& Tunnel n Connect Madks can be:
started in a number of ways:

any character i rea on the Seril
Line

Start Character: sterted when
the Start Chracter s read on the
SerielLine

Modem Control Asserted:
Startec when the Modem Cortrol
pinis assertect on the Serial Line:
Modem Emulation: sterter
‘when triggered by Modem
Emiation

The Remote Address and
Remote Port specifes the remote.
hostto connect to. The Local Port
is by defaul random but can be-
verridden.

The Protocol used anthe
‘connection can be ane of TCP, LDP,
'SSH, TCP WIAES, or LDP WIAES. If
secuty is a concern t i highly
recommended that SSH be used.
The SSH Username specifies the
‘SSH Clnt Userta use for an SSH
‘connection

The Reconnect Timer species:
ow longto wait before trying to
reconnecttothe remct hast after &
previous attemp alled o
‘connection was clased.

The Flush Serial Data bociean
pecifies o flush the Serial ine.
‘when a conniction i mack.

For debugging purposes, the Block
Serial Data and Block Network.
Data bosleans can be taggled fo
ciscard alncorming deta on the
respecive irterface.

The TCP Keep Alivetimer
pecifies how oftenta prabe the
remote hast n ocr o keep the
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